
SHARP FRAME

SHARP FRAME è un proiettore con ottica framing dedicato
ad un’illuminazione d’accento in interni. L’ottica permette
infatti di sagomare il fascio di luce secondo la necessità di
progetto attraverso l’uso di lamelle laterali. Tre, sono le
temperature colore disponibili. E' composto da un corpo in
alluminio, con adattatore a binario in materiale plastico.
Finitura verniciato bianco (con dettagli grigi) o alluminio
anodizzato nero. FRAME è fornito con dimmer a bordo e
alimentatore integrato.
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1-10V | 2700K
 
LAMPING
Source LED spot
Total power 23W
Emission direct adjustable
Switching dimmable 1-10V on board
Tension 220/240V
Color temperature 2700K
Luminous flux 870lm
Initial luminaire efficacy 38lm/W
Initial chromaticity SDCM < 2
Typ CRI > 94
IP class 20
Dimensions 29,2x31,8x9cm
Materials aluminum + polycarbonate
Ambient temperature range 0°C / +35°C
Performance ambient temperature 25°C
Mechanical impact protection code IK02
Notes track connector 3C
Customization options CRI, CCT, Casambi
Net lamp weight 1,85 kg
 
Codes Structure
MPFB8001C29DBG white
MPFB8001C29DAN black
 
PACKAGE
Package 01 Dimension: 32x30,5x12,5 cm / Gross weight: 2,15

kg
 
Certificazioni
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1-10V | 3000K
 
LAMPING
Source LED spot
Total power 23W
Emission direct adjustable
Switching dimmable 1-10V on board
Tension 220/240V
Color temperature 3000K
Luminous flux 920lm
Initial luminaire efficacy 40lm/W
Initial chromaticity SDCM < 2
Typ CRI > 94
IP class 20
Dimensions 29,2x31,8x9cm
Materials aluminum + polycarbonate
Ambient temperature range 0°C / +35°C
Performance ambient temperature 25°C
Mechanical impact protection code IK02
Notes track connector 3C
Customization options CRI, CCT, Casambi
Net lamp weight 1,85 kg
 
Codes Structure
MPFB8001C29WBG white
MPFB8001C29WAN black
 
PACKAGE
Package 01 Dimension: 32x30,5x12,5 cm / Gross weight: 2,15

kg
 
Certificazioni
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1-10V | 4000K
 
LAMPING
Source LED spot
Total power 23W
Emission direct adjustable
Switching dimmable 1-10V on board
Tension 220/240V
Color temperature 4000K
Luminous flux 1070lm
Initial luminaire efficacy 47lm/W
Initial chromaticity SDCM < 2
Typ CRI > 94
IP class 20
Dimensions 29,2x31,8x9cm
Materials aluminum + polycarbonate
Ambient temperature range 0°C / +35°C
Performance ambient temperature 25°C
Mechanical impact protection code IK02
Notes track connector 3C
Customization options CRI, CCT, Casambi
Net lamp weight 1,85 kg
 
Codes Structure
MPFB8001C29NBG white
MPFB8001C29NAN black
 
PACKAGE
Package 01 Dimension: 32x30,5x12,5 cm / Gross weight: 2,15

kg
 
Certificazioni
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DALI | 2700K
 
LAMPING
Source LED spot
Total power 23W
Emission direct adjustable
Switching DALI
Tension 220/240V
Color temperature 2700K
Luminous flux 870lm
Initial luminaire efficacy 38lm/W
Initial chromaticity SDCM < 2
Typ CRI > 94
IP class 20
Dimensions 29,2x31,8x9cm
Materials aluminum + polycarbonate
Ambient temperature range 0°C / +35°C
Performance ambient temperature 25°C
Mechanical impact protection code IK02
Notes track connector 3C
Customization options CRI, CCT, Casambi
Net lamp weight 1,85 kg
 
Codes Structure
MPFBDA01C29DBG white
MPFBDA01C29DAN black
 
PACKAGE
Package 01 Dimension: 32x30,5x12,5 cm / Gross weight: 2,15

kg
 
Certificazioni
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DALI | 3000K
 
LAMPING
Source LED spot
Total power 23W
Emission direct adjustable
Switching DALI
Tension 220/240V
Color temperature 3000K
Luminous flux 920lm
Initial luminaire efficacy 40lm/W
Initial chromaticity SDCM < 2
Typ CRI > 94
IP class 20
Dimensions 29,2x31,8x9cm
Materials aluminum + polycarbonate
Ambient temperature range 0°C / +35°C
Performance ambient temperature 25°C
Mechanical impact protection code IK02
Notes track connector 3C
Customization options CRI, CCT, Casambi
Net lamp weight 1,85 kg
 
Codes Structure
MPFBDA01C29WBG white
MPFBDA01C29WAN black
 
PACKAGE
Package 01 Dimension: 32x30,5x12,5 cm / Gross weight: 2,15

kg
 
Certificazioni
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DALI | 4000K
 
LAMPING
Source LED spot
Total power 23W
Emission direct adjustable
Switching DALI
Tension 220/240V
Color temperature 4000K
Luminous flux 1070lm
Initial luminaire efficacy 47lm/W
Initial chromaticity SDCM < 2
Typ CRI > 94
IP class 20
Dimensions 29,2x31,8x9cm
Materials aluminum + polycarbonate
Ambient temperature range 0°C / +35°C
Performance ambient temperature 25°C
Mechanical impact protection code IK02
Notes track connector 3C
Customization options CRI, CCT, Casambi
Net lamp weight 1,85 kg
 
Codes Structure
MPFBDA01C29NBG white
MPFBDA01C29NAN black
 
PACKAGE
Package 01 Dimension: 32x30,5x12,5 cm / Gross weight: 2,15

kg
 
Certificazioni
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